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Fiche de données du produit

Douche de sécurité polaire avec cabine isolée

MPC-H-2GS/11KS

Pour une utilisation à l’extérieur dans des conditions de gel, cette 

cabine de douche de sécurité isolée à double paroi protégera les 

victimes des intempéries en cas d’urgence. Elle est équipée d’une 

douche oculaire/visage, d’un bac de vidange et de portes isolées 

à ouverture par poussée pour permettre un accès sans entrave. 

Les portes se ferment automatiquement derrière la victime à 

son entrée et celle-ci peut ensuite être surveillée par les fenêtres 

au cas où une assistance serait nécessaire. Il est possible de 

raccorder un réservoir d’eau chauffée en option pour assurer une 

alimentation constante en eau tiède. Répond aux normes EN et 

ANSI.

Spécifications
MATÉRIAUX DE CONSTRUCTION

TUYAUTERIE ET RACCORDS Acier inoxydable

VANNE DE RÉGULATION Acier inoxydable, orifice de passage intégral, clapet à bille à ouverture permanente

POMMEAU DE DOUCHE Nylon 6 moulé par injection

DOUCHE OCULAIRE GRP

DIFFUSEURS DE DOUCHE OCULAIRE Bague de retenue en laiton chromé, maille de filtre en acier inoxydable, corps en plastique

FINITION STANDARD GRP

SERVICES

ÉQUIPEMENT ÉLECTRIQUE Zone ATEX 1 et 2. Groupes de gaz IIA et IIB. Classe de température T3 (IIC disponible)

ALIMENTATION ÉLECTRIQUE 240 V, monophasé, 50/60 Hz (110 V disponible)

TYPE DE CHAUFFAGE Tuyauterie chauffée et isolée par ruban adhésif

CHARGE THERMIQUE 18 watts

ISOLATION Isolation en polyuréthane avec feuille d’aluminium 40 mm (11/2 po)

ARRIVÉE D’EAU BSP femelle 1 po

PRESSION DE SERVICE
2 à 6 BAR G / 29 à 87 PSI
(des pressions d’alimentation plus élevées sont possibles grâce à l’incorporation d’un réducteur de pression 
en option)

DÉBITS MINIMAUX
Douche : 76 l par minute / 20 gal US par minute

Douche oculaire : 12 l par minute / 3 gal US par minute

TEMPÉRATURE AMBIANTE DE FONCTIONNEMENT

MINIMALE -35 °C / -31 °F

MAXIMALE 55 °C / 131 °F

FONCTIONNEMENT

DOUCHE Barre anti-panique activée par pression

DOUCHE OCULAIRE Couvercle à soulever

DIMENSIONS ET POIDS

DIMENSIONS (LxPxH) 1414 mm (55,7 po) x 1464 mm (57,6 po) x 2820 mm (111 po)

POIDS 410 kg (904 lb)
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Dessin de disposition générale
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EYE/FACEWASH
FOUNTAIN WITH LOW
PRESSURE DIFFUSERS

(OPTIONAL)

SHOWER CONTROL
PANIC BAR

GRP/STAINLESS STEEL
SHOWER ROSE (INSIDE)

FOOT CONTROL
PANEL (OPTIONAL)

STAINLESS STEEL
HUGHES

BALL VALVE &
HUGHES 'Y'

STRAINER

SHOWER TEST
HANDLE1-1/4 INCH

EYE/FACEWASH
FOUTAIN DRAIN

PIPE

FRONT VIEW
DOORS REMOVED FOR CLARITY
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1 INCH BSP
FEMALE WATER INLET

2 INCH BSP
MALE DRAIN
WATER OUTLET

LIFTING LUGS
(REMOVABLE)SIDE VIEW

ISOMETRIC VIEW

DETAIL A
SCALE 1 : 15

WHITE GRP
PANELLING

FOIL BACKED
POLYURETHANE
INSULATION
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FIXING BOLTS
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TRACE TAPE
HEATING

JUNCTION BOX FOR
TRACE TAPE
HEATING

PLAN VIEW

1 INCH BSP
FEMALE WATER INLET

2 INCH BSP MALE DRAIN 
WATER OUTLET
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NOTES:

MODULAR POLAR CUBICLE COMPLETE WITH DOUBLE DOORS, SHOWER ROSE & 
EYE/FACE WASH AND SUMP. 
SUPPORT FRAME MANUFACTURED FROM STAINLESS STEEL HOLLOW SECTION.
SIDE, LID AND DOORS IN WHITE GRP - COLOUR GREEN OR YELLOW AVAILABLE
AS AN OPTION.
ELECTRIC SUPPLY TO BE SINGLE PHASE, 50 OR 60 HZ, 110 OR 240 VOLTS.
SUITABLE FOR FLAME PROOF AND NON-FLAMEPROOF AREAS - PLEASE SPECIFY
PREFERENCE WHEN PLACING ORDER.

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 02 37 083 1947
304L STAINLESS STEEL POLAR 

MODULAR SHOWER CUBICLE MAIN 
FRAME WITH SUPPORTS FOR SUMP & 

INSULATION
1

2 01 19 175 3223
1220MM X 1220MM X 4MM WHITE GRP 
SUMP WITH 2 INCH BSP WASTE OUTLET 
ON THE RIGHT HAND SIDE (HTS15053)

1

3 02 37 083 4688
304L STAINLESS STEEL TOP FRAME 

EXTENSION FOR SC/POLAR/MODULAR 
CUBICLE 03 H TCC S4 NFP 01027

1

4 HTS05466 - OPTIONAL
304L STAINLESS STEEL PANIC BAR WITH 
TEST HANDLE POWDER COATED RED 

FOR 750L - 1200L TANK SHOWERS 
(HTS05466)

1

5 01 23 161 1090 GREEN PVC SHOWER HANDGRIP 
SLEEVE  (HAE05150) 1

6 01 15 125 0490 M10 WHITE PLASTIC NUT CAP 
(HNB10100) 3

7 01 15 125 0469 M10 A2 STAINLESS STEEL NYLOC 
LOCKNUT (HNB05040) 3

8 01 15 205 0574 M10 A2 STAINLESS STEEL FLAT WASHER 
(HNB30060) 4

9 01 19 131 0887
2355MM X 1290MM X 4MM WHITE GRP 
PANEL FOR REAR/SIDE (EXTERNAL) OF 
750L - 2000L TANK SHOWERS WITHOUT 

HUGHES LOGO (HTS15121)
3

10 01 19 131 0888

2080MM X 180MM X 4MM WHITE GRP 
PANEL FOR DOOR SURROUND 

UPRIGHTS (EXTERNAL) OF 750L - 2000L 
TANK SHOWERS WITHOUT LOGO 

(HTS15122)

2

11 01 19 131 0889

1290MM X 190 MM X 4MM WHITE GRP 
PANEL FOR DOOR SURROUND 

BOTTOM (EXTERNAL) FOR 750L - 2000L 
TANK SHOWERS - WITHOUT LOGO 

(HTS15123)

1

12 01 19 009 2358 50MM X 50MM X 2400MM WHITE GRP 
ANGLE (HGP35970) 8

13 01 19 131 0891 2245MM X 1220MM X 4MM WHITE GRP 
PANEL FOR SIDES & REAR 3

14 01 19 131 0892 2245MM X 150MM X 4MM WHITE GRP 
PANEL FOR DOOR SURROUND 2

15 01 29 169 1341 PUSH SELF-ADHESIVE LABEL (HSL05300) 1

16 01 27 075 1258 BLACK RUBBER BUFFER STOP FOR 
EYE/FACEWASH LID (HEF05350) 1

17 01 15 149 0515
M5 X 25MM A2 STAINLESS STEEL SLOT 

PAN HEAD MACHINED SCREW 
(HNB25070)

1

18 01 29 169 1364 INTERIM INSPECTION PASSED SELF-
ADHESIVE LABEL (HSL09030) 1

19 01 29 169 1365 FINAL INSPECTION PASSED SELF-
ADHESIVE LABEL (HSL09020) 1

20 01 29 169 1366 CE SELF-ADHESIVE LABEL (HSL09040) 1

21 01 19 089 0818
55MM X 55MM X 3000MM YELLOW 

EDGE GRIP GRATING WITH EXTREME 
CORE GRIT SURFACE TYPE E 

(HGP45030)
1

22 01 29 169 1357
GREEN/WHITE SELF-ADHESIVE SAFETY 
STRIPES 1150MM LONG WITH 100MM 

HIGH STRIPES (HSL05380)
7

23 02 37 127 6123
316L STAINLESS STEEL OVERHEAD 

SHOWER ARM FOR MODULAR 
CUBICLES WITH YELLOW ABS ROSE

1

24 01 19 179 4693
WHITE GRP INSULATED LID WITH 
EXTENDED HEIGHT FOR POLAR 

MODULE
1

25 01 17 111 3481 GALVANISED M/S LIFTING LUG FOR 
TANK SHOWER (HTS15680) 2

26 01 15 205 0575 M12 A2 STAINLESS STEEL FLAT WASHER 
(HNB30080) 4

27 01 15 149 0545 M12 X 40MM A2 STAINLESS STEEL 
HEXAGON SET SCREW (HNB25207) 4

28 02 51 075 6124 for polar cubicle 1

29 04 37 077 8481

WALK ON' PANEL TYPE FOOT 
CONTROL IN 316L STAINLESS STEEL FOR 

TANK SHOWER.  SUITABLE FOR 750, 
1200, 1600, 2000 AND POLAR TANK 

SHOWERS

1

30 01 37 121 3733
2 INCH BSP X 4 INCH LONG 316L 
STAINLESS STEEL BARREL NIPPLE 

(HSF40560)
1

31 01 19 131 0890

1290MM X 90MM X 4MM WHITE GRP 
PANEL FOR DOOR SURROUND TOP 
(EXTERNAL) FOR 750L - 2000L TANK 

SHOWERS - WITHOUT LOGO 
(HTS15124)

1

32 01 19 009 4692 50MM X 50MM X 2200MM WHITE GRP 
ANGLE 2

33 01 19 009 4691 50MM X 50MM X 1050MM WHITE GRP 
ANGLE 1

34 01 19 131 3701 WHITE GRP UNDER PANEL FOR 1600L - 
2000L TANK SHOWERS  (HTS17032) 1

35 02 47 140 1491
304L STAINLESS STEEL PANIC BAR WITH 

TEST HANDLE IN POWDER COATED 
RED FOR 750L - 2000L TANK SHOWERS 

(HTS05469)
1

36 01 23 051 1036
M10 RED GLASS FILLED NYLON 6 
CLEVIS FOR PULL ROD AND NEW 

LEVER (HMU71040)
2

37 01 15 095 0451 M5 304L STAINLESS STEEL SHOULDER 
BOLT NUT FOR CLEVIS  (HSF71020) 2

38 01 15 149 0548 M5 X 10MM A2 STAINLESS STEEL TORX 
BUTTON HEAD SET SCREW (HNB80010) 2

39 01 15 205 0593 M10 18MM OD X 1.5MM NATURAL 
NYLON WASHER (HNB30070) 2

40 01 37 140 1507
304L STAINLESS STEEL MAIN VALVE 
PULL ROD FOR 750L/1200L TANK 

SHOWERS (HTS15640)
1

41 01 15 125 0479 M10 A2 STAINLESS STEEL HEXAGON 
FULL NUT (HNB10050) 2

42 01 29 169 1288 PICTOGRAM SHOWER/EYE WASH SELF-
ADHESIVE SIGN (HSL05351) 1

43 02 19 221 4689 GRP DOOR TANK SHOWERS & 
CUBICLES 1

44 02 19 221 4690 RIGHT HAND GRP DOOR TANK 
SHOWERS & CUBICLES 1

45 01 11 081 0378
110 VOLT CHEMELEX 3BTV1-CT 

HEATING TAPE, SUITABLE FOR ATEX, 
ZONE 1 & 2, IIa, IIb & IIc (HEC15040)

1

46 01 11 071 0358

GRP ABTECH BPG6 EEXE JUNCTION 
BOX, SUITABLE FOR ATEX, ZONE 1 & 2, 
IIa, IIb & IIc, SIZE 122MM X 120MM X 

90MM. TERMINALS: 6 X SAK2.5 EX 
LINKED IN PAIRS IN 1 ROW. ENTRIES: 
SIDE A = 2 X M20, SIDE C = 2 X M20, 

SIDE D = 1 X M20. ENTRIES FITTED WITH 
3 X M20 EEXE PLASTIC PLUGS. 

EARTHING: CONTINUITY PLATE AND 
INTERNAL/EXTERNAL GROUND STUD. 

(HEC20140)

1

47 01 11 081 0379
240 VOLT CHEMELEX 3BTV2-CT 

HEATING TAPE Eexe, SUITABLE FOR 
ATEX, ZONE 1 & 2, IIa, IIb & IIc  

(HEC15050)
1
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MODEL NO: MPC-H-2GS-11KS
DESCRIPTION: SHOWER CUBICLE WITH WHITE DOUBLE SKINNED GRP, 
SUMP, GALVANISED M/S SUMP GRATING, WHITE GRP DOUBLE 
SKINNED DOORS, SHOWER AND EYE/FACEWASH

CLEAN

STAINLESS STEEL FRAME 
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Douche de sécurité polaire avec cabine isolée

MPC-H-2GS/11KS

VUE LATÉRALE
ŒILLETS 
DE LEVAGE 
(AMOVIBLES)

ENTRÉE D’EAU FEMELLE 
BSP 1 POUCE

SORTIE DE 
VIDANGE MÂLE 
BSP 2 POUCESVUE DE PLAN

RUBAN ADHÉSIF 
CHAUFFANT

CLAPET À 
BILLE HUGHES 

EN ACIER 
INOXYDABLE ET 

FILTRE EN ’Y’ 
HUGHES

DÉTAIL A 
ÉCHELLE 1:15

FONTAINE DE LAVAGE 
DES YEUX/VISAGE AVEC 

DIFFUSEURS BASSE 
PRESSION (EN OPTION)

POMMEAU DE DOUCHE 
EN ACIER INOXYDABLE/
GRP (À L’INTÉRIEUR)

LAMBRIS GRP 
BLNC

ISOLATION EN 
POLYURÉTHANE 
AVEC FEUILLE 
D’ALUMINIUM

COMMANDE DE DOUCHE 
BARRE ANTI-PANIQUE

POIGNÉE TEST 
POUR DOUCHE

PANNEAU DE 
COMMANDE AU 
PIED (EN OPTION)

TUYAU 
D’ÉCOULEMENT 
DE LA FONTAINE 
DE LAVAGE DES 

YEUX/VISAGE DE 
1-1/4 POUCE

VUE AVANT
PORTES RETIRÉES POUR PLUS DE CLARTÉ

SORTIE DE VIDANGE MÂLE 
BSP 2 POUCES

ENTRÉE D’EAU FEMELLE 
BSP 1 POUCE

4 X TROUS Ø 18 POUR 
BOULONS DE FIXATION

BOÎTE DE JONCTION 
POUR LE RUBAN 
ADHÉSIF CHAUFFANT
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