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Product Datasheet

Over door mounted laboratory safety shower

L23GSOD 

If space is an issue in the laboratory setting, the over door 

mounted safety shower with powder coated stainless steel 

pipework is a great choice. Providing resistance to corrosive 

and flammable materials the safety shower is quick to activate 

and offers a thorough decontamination. Designed to meet the 

requirements ANSI Z358.1-2014.

Specifications
MATERIALS OF CONSTRUCTION

PIPEWORK & FITTINGS Stainless steel

OPERATING VALVE Stainless-steel

SHOWER ROSE Powder coated stainless steel

STANDARD FINISH Green powder coated polyester

SERVICES

WATER INLET 1” female NPT

OPERATING PRESSURE
2 to 6 BAR G / 29 to 87 PSI
(higher supply pressures accommodated with the incorporation of the optional pressure reducing valve)

MINIMUM FLOW RATES 76 L per minute / 20 US gal per minute

AMBIENT OPERATING TEMPERATURE

MINIMUM 5C / 41F

MAXIMUM 35C / 95F

OPERATION

SHOWER Pull handle

DIMENSIONS & WEIGHT

DIMENSIONS (WxDxH) 950mm (37.4in) x 656mm (25.8in) x 230mm (9.1in)

WEIGHT 5kg (11lb)

Shown with optional sign



Hughes Safety Showers Ltd, 457 Campbell Street, Sarnia, Ontario N7T 2J1 Canada 
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General Arrangement Drawing

www.hughes-safety.com

Over door mounted laboratory safety shower

L23GSOD

45
0

575

740

 9
12

 

 950 

STAINLESS STEEL
SHOWER ROSE

(ALSO AVAILABLE 
IN ABS)

HUGHES SAFETY
SHOWER BALL

VALVE

HAND CONTROL 
GUIDE

SHOWER HAND 
CONTROL

I INCH BSP 
FEMALE 
WATER INLET

PICTOGRAM
SHOWER SIGN

(OPTIONAL)

53
0

 6
56

 

43
INLET - RIGHT HAND OF DOOR

WALL

575

740

45
0 9

12
 

 950 

STAINLESS STEEL
SHOWER ROSE
(ALSO AVAILABLE 
IN ABS)

SHOWER HAND 
CONTROL

HAND CONTROL 
GUIDE

HUGHES SAFETY
SHOWER BALL
VALVE

I INCH BSP 
FEMALE 

WATER INLET

PICTOGRAM
SHOWER SIGN
(OPTIONAL)

ANSI Z358. 1 HEIGHT
TO SHOWER NOZZLE.
2083 (82 INCHES) TO 

2438 (92 INCHES)
FROM STANDING

SURFACE

53
0

43

INLET - LEFT HAND OF DOOR

WALL

B B

= 
90

 =

125

2 HOLES 9 FOR 
FIXING BOLTS ON 90 PCD

SECTION B-B 
SCALE 1 : 10

MOUNTING PLATE DETAIL
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MODEL NO: LAB-23GS/OD                                        
CODE: H/IUS/LAB/LAB23GOD/MST/CGPC/00327                   
UNHEATED OVER-DOOR MOUNTED LABORATORY EMERGENCY 
SAFETY SHOWER

POWDER COATED 
SAFETY GREEN RAL 

6029

316L STAINLESS STEEL
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Whitefield Road, Bredbury 
Stockport, Cheshire, SK6 2SS

T: +44(0)161-430-6618 F: +44(0)161-430-7928
E: info@hughes-safety-showers.co.uk
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