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Hoja de datos del producto

Lavaojos presurizado autónomo de 56,8 litros

15GEW

CUERPO

MATERIAL Cilindro de acero inoxidable

CAPACIDAD 56,8 l (15 gal. EE. UU)

SERVICIOS

PRESIÓN DE FUNCIONAMIENTO De 2,1 a 5,5 BARES G (30-80 PSI)

PRESIÓN DE PRUEBA 6,2 BARES G (90 PSI)

CAUDAL 1,5 litros por minuto (0,4 gpm)

DURACIÓN DEL LAVADO 15 minutos

CONEXIÓN DE MANGUERA 1/2 en NPT hembra

TEMPERATURA AMBIENTE DE FUNCIONAMIENTO

MÍNIMA 5°C (41°F)

MÁXIMA 35°C (95°F)

FUNCIONAMIENTO

LAVAOJOS Placa de accionamiento

COLOR Verde

FORMA Circular

DIMENSIONES Y PESO

DIMENSIONES (Alt. x Anch. x Prof.) 1047 mm (41,2 in) x 404 mm (15,9 in) x 404 mm (15,9 in)

PESO Vacío: 20 kg/44 lb vacío. Lleno: 58 kg/127 lb

La unidad de lavaojos/lavacara portátil de 56,8 litros (15 gal 

EE.UU.) que incorpora un cilindro de acero inoxidable es capaz 

de lavar los ojos y la cara simultáneamente durante un máximo de 

15 minutos. Con cubiertas antipolvo y accionamiento de palanca 

de empuje para facilitar el uso. 

Para la descontaminación de las partes del cuerpo sometidas 

a una contaminación menor, se puede instalar una manguera 

opcional para el lavado de ojos, cara y cuerpo. Incluye una 

etiqueta de inspección para registrar el historial de pruebas y 

servicios, según la norma ANSI.

Especificaciones
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Dibujo de disposición general
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1/2" NPT (F) CONNECTION
FOR OPTIONAL OPTIFLEX
EYE/FACE &BODY HOSE

GASKET

CLAMP BOLT

SPLIT WASHER

DIP PIPE

EYEWASH
ASSEMBLY

SCHRADER AIR FILL VALVE

NUT

 15.9 

 40.5 
33" TO 53"

WATER FLOW
PATTERN

PRESSURE RELIEF VALVE

PUSH PLATE

NOTES:

ANSI/ISEA Z358.1-2014 EMERGENCY EYEWASH COMPLIANCE REQUIREMENT:1.
EYEWAS OR EYE?FACE WASH SHALL BE POSITIONED SUCH THATFLUSHING FLUID
PATTERN IS NOT LESS THAN 33" (838MM) AND NO GREATER THAN 53" (1346MM) 
FROM SURFACE ON WHICH USER STANDS; 5.0" (153MM) MINIMUM DISTANCE 
FROM WALL OR NEAREST OBSTRUCTION. DIMENSION MAY VARY 1/2" (12.7MM)
EYEWASH HEAD ASSEMBLY MUST BE PARALLEL TO WALL OR OBSTRUCTION TO2.
MEET ANSI/ISEA CRITERIA PER NOTE 1.
USE LOCTITE 654 OR SIMILAR SEALANT ON DIP PIPE THREADS AND TIGHTEN.3.
FILL WITH 10 GALLONS OF CLEAN POTABLE WATER (MAY USE THE FILL LINE TO 4.
APPROXIMATE THE !) GALLON LEVEL). 
INSTALL THE EYEWASH ASSEMBLY ACCORDING TO THE ILLUSTRATION.5.
TIGHTEN CLAMP BOLTS TO 10 FT-LBS OF TORQUE.6.
PRESSURIZE TO 75 PSI WITH CLEAN OIL FREE COMPRESSED AIR.7.
LOCAL, PROVINCIAL, STATE OR FEDERAL CODES SHOULD BE ADHERED TO 8.
WHEN INSTALLING THIS UNIT.  INSTALLATION DIMENSIONS (LOCATIONS) OTHER THAN
STATED IN NOTE 1 MAY DIFFER.
15G-KEGMAY HAVE OPTIONS TO INCLUDE THE OPTIFLEX100 FACE AND BODYWASH.9.
THIS HAS TO BE INSTALLED PRIOR NOTE 3.
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NOTES:

ANSI/ISEA Z358.1-2014 EMERGENCY EYEWASH COMPLIANCE REQUIREMENT:1.
EYEWAS OR EYE?FACE WASH SHALL BE POSITIONED SUCH THATFLUSHING FLUID
PATTERN IS NOT LESS THAN 33" (838MM) AND NO GREATER THAN 53" (1346MM) 
FROM SURFACE ON WHICH USER STANDS; 5.0" (153MM) MINIMUM DISTANCE 
FROM WALL OR NEAREST OBSTRUCTION. DIMENSION MAY VARY 1/2" (12.7MM)
EYEWASH HEAD ASSEMBLY MUST BE PARALLEL TO WALL OR OBSTRUCTION TO2.
MEET ANSI/ISEA CRITERIA PER NOTE 1.
USE LOCTITE 654 OR SIMILAR SEALANT ON DIP PIPE THREADS AND TIGHTEN.3.
FILL WITH 10 GALLONS OF CLEAN POTABLE WATER (MAY USE THE FILL LINE TO 4.
APPROXIMATE THE !) GALLON LEVEL). 
INSTALL THE EYEWASH ASSEMBLY ACCORDING TO THE ILLUSTRATION.5.
TIGHTEN CLAMP BOLTS TO 10 FT-LBS OF TORQUE.6.
PRESSURIZE TO 75 PSI WITH CLEAN OIL FREE COMPRESSED AIR.7.
LOCAL, PROVINCIAL, STATE OR FEDERAL CODES SHOULD BE ADHERED TO 8.
WHEN INSTALLING THIS UNIT.  INSTALLATION DIMENSIONS (LOCATIONS) OTHER THAN
STATED IN NOTE 1 MAY DIFFER.
15G-KEGMAY HAVE OPTIONS TO INCLUDE THE OPTIFLEX100 FACE AND BODYWASH.9.
THIS HAS TO BE INSTALLED PRIOR NOTE 3.
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DWG NO.
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SIZE

PATRÓN DE 
FLUJO DE AGUA 

DE 33” A 53”

PLACA DE ACCIONAMIENTO

VÁLVULA DE LLENADO 
DE AIRE SCHRADER

VÁLVULA DE ALIVIO 
DE PRESIÓN

CONJUNTO 
LAVAOJOS

CONEXIÓN NPT (F) DE 
1/2” PARA LA MANGUERA 
OPTIFLEX OPCIONAL PARA 
CUERPO, OJOS Y CARA

TUBO DE ENTRADA

JUNTA

TUERCA

PERNO DE LA ABRAZADERA

ARANDELA DE SEGURIDAD


